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Initial Lighting
Check that all isolating valves including the gas service isolation 
valve, on the appliance are open and that water flows from the 
hot water taps, then close taps, refer to diagram 3.
Note: If you are in any doubt about the boiler being filled 
with water contact your installer or Glow-worm's own service 
organisation using the telephone number on the inside front 
cover of this booklet.

Do not operate the boiler without water.

1. With no demand from any external controls, switch on the 
electrical supply to the boiler.
Note: If the electrical supply has been interrupted for any reason, 
you may need to set the clock and day before continuing, refer 
to diagram 5.

Lighting the Boiler

Diagram 3

2. Select your required function by pressing  " Mode ", scroll 
through your options and select one of the following:- 

	 Timed central heating and domestic hot water.

		

	 Constant central heating with timed domestic hot 		
	 water.

			 

	 Timed domestic hot water only.

							     

	 Boiler functions ALL swicthed off.	

		

3. Turn ON your external controls and select the room 
temperature required.

The boiler will operate automatically.

Note: The display will indicate the Heating system pressure 
in bar or:

	 • Water temperature, when heating is on.

	 • Domestic Hot Water temperature setpoint, when		
	    there is a demand.

	 • Fault Code (see section Fault Finding)
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Adjusting Temperature
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Diagram 4
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9Domestic Hot Water Central HeatingDomestic Hot Water
Domestic hot water has priority over 
central heating.
The temperature is factory preset to the 
minimum 40°C, but can be adjusted to 
a maximum of 62°C as required, refer 
to diagram 4.

Economy Setting
The "ECO" sett ing of 50°C is 
recommended and ideally suited to 
normal family use.

Central Heating
The temperature is factory preset to the 
minimum 38°C, but can be adjusted to 
a maximum of 82°C as required, refer 
to diagram 4.

OFF
¡C

Press the "+ or -" once
the current temperature

will be displayed "flashing".

STEP 1

STEP 2

Press "+ or -" to 
increase or decrease the temperature.

The temperature setting will
automatically save after 5 seconds.

Eco OFF
¡C

STEP 1

STEP 2

Press the "+ or -" once
the current temperature

will be displayed "flashing".

Press "+ or -" to 
increase or decrease the temperature.

The temperature setting will
automatically save after 5 seconds.

Eco
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To set the clock, refer to diagram 5.

Setting the 24 hour Clock
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STEP 1

STEP 2

MODE

PROG

MODE

PROG

STEP 3

Press and hold "PROG" 5 secs. 
the "hours" symbol will flash.      

Press "PROG" to confirm.
The process will automatically scroll to minutes, 

then days, set as previously described.

Press the "+" or the "-"
to set the hour.

Diagram 5
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	 Timed Central Heating 
factory preset timed intervals are:- 
Monday to Friday - ON 6.00 - OFF 8.00.   ON 16.00 - OFF 23.00.
Saturday & Sunday - ON 8.00 OFF 23.00.

Setting the Programmer

Diagram 6
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	 Domestic Hot Water
Factory preset times for preheat are:- 
Monday to Sunday - ON 6.00 - OFF 24.00.

To  alter the times to suit your requirements, follow "Steps" 1 to 4

MODE

PROG

Flashing cursor.

Press + or - to move the flashing 
cursor to the desired time.

Press "+" to add a time segment
or "-"  to remove a time segment.

STEP 1 STEP 2

"Running Time" 
Indicated by solid squares.
Square represents 30 minutes.

STEP 3
Press the "PROG" button once to view Mondays 
factory default central heating running times. 

STEP 4 - COPY FUNCTION.
When validating the timed 
intervals you can hold the 
"PROG" button for 5 seconds 
and the times will be duplicated 
onto the next day, hold the button 
continually and the times will be 
copied to all days.

Press "PROG" to validate the time intervals. 
The days will automatically change, repeat the process or refer to 
the "Copy Function". 
After the 7th. day the "Domestic Hot Water" time intervals will be 
displayed, follow the same process steps 1 to 4.

STEP 4
Press "PROG" to validate the time intervals. 
The days will automatically change, repeat the process
or refer to the "Copy Function".
After the 7th. day the process will exit to show the 
boiler status.

STEP 4
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Advancing the Programmer

Advancing the timed central heating  		
programmer ON /OFF times
This function will only work when the appliance is in timed 
operating mode, "Clock symbol".
Refer to diagram 8.
The activated/deactivated segments will flash for 5 seconds.

Diagram 7
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Advancing the Integral Domestic Hot 
Water Cylinder  programmer ON /OFF 
times
Refer to diagram 8.
The activated/deactivated segments will flash for 5 seconds.

Diagram 8
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Press + and hold for 5 seconds
your appliance will operate until
the next OFF period, or you can
cancel by pressing + for 5 seconds.

Press + and hold for 5 seconds
your appliance will operate until
the next OFF period, or you can
cancel by pressing + for 5 seconds.
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Fault Finding

Appliance fails to light
The LCD will display a flashing 'F' and code number, press the 
reset button on the control panel, see diagram 2.
If the display shows a flashing pressure of 0.4bar or less, then 
you will need to pressurise the system as described below.
If any fault persists, contact your installer/service provider or 
Glow-worm Service, using the telephone number on the inside 
front cover of this booklet.

Filling Central Heating System
1.  Ensure that the filling loop flexible hose is securely connected 
to the double check inlet valve, see diagram 9 2.  Fully open 
tap "A", then gradually open tap "B" to fill the heating system 
to a pressure of 1.0bar. When completed close the filling taps.
3. IMPORTANT:  To comply with the water regulations the 
flexible hose must be disconnected from the double check inlet 
valve - undo the nut and pull the flexible hose from the valve.

Electrical Supply Failure
The boiler will not work without an electrical supply and  nor-
mal operation of the boiler should resume when the electrical 
supply is restored.
If the boiler does not resume normal operation, check the 
external controls,  it may be necessary,  to "reset" the boiler, 
refer to the section, "Boiler Safety Devices".

Diagram 9
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Because of our constant endeavour for improvement, details may vary slightly from those shown in these instructions.
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