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Commissioning

control

(setback)

when configured 
will automatically change 
summer/winter time



14

System settings
Press the  button for 10 seconds to access the 
settings menu.
When  and “CODE 0” appear, use the or  buttons 
until “35” is obtained on the display.
Confirm by pressing the  button. The first menu “CH 
On” appears.
Press the  button to scroll through the following 
menus, see table.
Use the or  buttons to select the desired value.
To confirm all the settings, press the  button for 10 
seconds.

NOTE: If no action is performed within 1 minute, the screen 
will return to the main display. 

NOTE: If necessary you can restore the factory settings. 
With the main display active, press and hold the  
button for 20 seconds until the full display refreshes twice.

Commissioning

 

Forcing of heating

Displays the current appliance 
software version

Software version

Correction of ambient
room temperature 
value
Correcting the value 
of the outside 
temperature (*)

Adjusts the value displayed by +/-5°C
(Factory setting: 0)

Adjusts the value displayed by +/-3°C
(Factory setting: 0)

A heating request of 50°C is simulated.
The burner and the boiler pump turn 
on.
Displays all segments of the display
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Completion

Once the Climapro is configured.  Set the 24hr. clock time 
and date, then the heating and hot water requirements, as 
described in the User instructions. Check with the User that 
the settings suit their requirements.
With reference to the boiler instruction, complete the 
commissioning procedure.

User information
Explain and demonstrate to the User the operation of the 
Climapro, refer to the separate instructions supplied. 
Advise the User to keep the operating instructions  and any 
other documents supplied in a safe place for future use.
To aid the User in operating the controller a  “Quick 
Reference Guide” is supplied.
Explain in detail the safety principles they should observe.
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Because of our constant endeavour for improvement, details may 
vary slightly from those shown in these instructions.

Glow-worm 
Nottingham Road, Belper, Derbyshire. 
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