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There are four steps to setting the times you require.		
	 1. Select the time period for reheating		
	 2. Select a weekday or block of days		
	 3. Set the start time				  
	 4. Set the end time. 				  
You can specify up to three time periods. The time periods 
cannot overlap each other, see below:

From the main running screen, press  button 5 times. 
The programming screen is displayed, the cursor is flashing 
beside the reheat (tap) symbol.				  

	              

Press the  button once. The cursor moves to beside 
“H1” which is now flashing. To change the number of time 
periods, use the  and  buttons. When adjusted as 
required press  button once.

		

Settings
The cursor marks the block of days display, which also 
flashes. Select a block of days or a single day of the week 
by repeatedly pressing the  or  buttons. 		
Press  button once when required block is selected.	

		

The cursor marks the start time and the hour display 
flashes. Select the start time by using the  and  
buttons. Press the  button when the required hour 
is selected.

		

Diagram 10

Diagram 11

Diagram 12

Diagram 13
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The cursor marks the start time and the minute display 
flashes. Select the start time minutes by using the  and 

 buttons. Press the  button when the required 
minutes are selected. 
NOTE: The minutes will increase and decrease in 10 
minute steps.
The cursor marks the end time and the hour display 
flashes. Select the end time by using the  and  
buttons. Press the  button when the required hour 
is selected.

		

The cursor marks the end time and the minute display 
flashes. Select the end time minutes by using the  and 

 buttons. Press the  button when the required 
minutes are selected. 
NOTE: The minutes will increase and decrease in 10 
minute steps.

Settings

Diagram 14
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Settings
Holiday function
Press the  button three times, the holiday function 
symbol flashes in the display for approximately ten 
seconds. To set the number of holidays use  and  
buttons to increase or decrease, as required.
Finally, the function is activated for the set time.
If you want to deactivate the function before, simply 
reselect the function.
If the anti-Legionnaire’s disease function is activated, the 
protection will be carried out on the last holiday. 

Special functions 
Party function
Press the  button once, the party symbol flashes for 
approximately ten seconds in the display, then the function 
is activated.
The function is deactivated automatically when the next 
reheating period begins.
If you want to deactivate the function before, simply 
reselect the function.
The function can only be activated in the reheating 
operation mode.

One-time reheating
Press the  button twice, the one-time reheating 
symbol flashes in the display for approximately ten 
seconds, then the function is activated.
If you want to deactivate the function before, press .

Diagram 15

Diagram 16

Diagram 17



21

Settings

Settings in the info menu

You can call up values for the settings successively by 
pressing .

Values for settings

Diagram 18. Cylinder temperature setting

Diagram 19. Upper cylinder sensor value

Diagram 20. Lower cylinder sensor value

Diagram 21. Not used
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Settings

Diagram 22. Collector sensor value (array 1)

Diagram 23. Collector sensor (array 2 if applicable)

Diagram 24. Operating hours for collector pump
 (array 1)

Diagram 25. Operating hours for collector pump
 (array 2 if applicable)

Diagram 26. Not used
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General Note
Servicing/maintenance should be carried out by a com-
petent person in accordance with the rules in force in the 
countries of destination. 

If this appliance is installed in a rented property in the UK 
there is a duty of care imposed on the owner of the property.

To obtain service, please call your installer or Glow-worm’s 
own service organisation using the telephone number on the 
inside front cover of this booklet.

Cleaning the collectors
The collectors do not have to be cleaned. 

Solar collectors become dirty in the same way as roof win-
dows, they are cleaned sufficiently by rain.

Solar system fluid 					   
The solar system should be checked for frost protection 
once a year by your installer or Glow-worms own service 
organisation.

Do not refill the solar circuit with fluid. Do not mix the solar 
fluid with other fluids.

Frost protection of the solar cylinder
Make sure the central heating remains switched on and the 
temperature in all rooms and the installation room of the Flu-
rocyl solar cylinder are protected from freezing, especially  if 
you are absent for long periods.

IMPORTANT: Risk of frost! 

The cylinder must be completely drained if its is to be shut 
down for a long period of time in an unheated room (e.g. 
winter holidays etc.).

Sealed Water Systems
The draining, re-filling and pressurising MUST be carried out 
by a competent person, contact your Installation/Servicing 
company or Glow-worm Service.

Spare Parts
REMEMBER, When replacing a part on this product, use 
only spare parts that you can be assured conform to the 
safety and performance specification that we require. Do not 
use reconditioned or copy parts that have not been clearly 
authorised by Glow-worm.

If replacement parts are required contact Glow-worm’s own 
service organisation using the telephone number on the in-
side front cover of this booklet.

Servicing, Maintenance and Spare Parts
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System - Fault Finding
Fault Action 
… fluid drips out of the system? Collect it (in a bucket) if possible and notify a qualified servi-

cing company.
… �the fluid level rises in the collecting container under the solar 

pump unit?
Notify a qualified servicing company.

… fluid or steam comes out of the expansion relief valve? Notify a qualified servicing company.
… “Sensor defective” or “Broken cable” is displayed on the                   
controller?

Notify a qualified servicing company.

… �the pressure on the pressure gauge falls below minimum 
operating pressure?

Notify a qualified servicing company.

… �no temperature difference is visible between the flow and 
return thermometer at the solar pump unit?

Wait five to ten minutes. If the system is then still running, 
the system may be defective. 
Notify a qualified servicing company.

… the pane of a flat plate collector has been damaged? Do not touch the collector interior. Cover the collector with a 
canvas as protection against rain. 
Notify a qualified servicing company.

... the cylinder does not deliver enough hot water? Check  the hot water thermostat mixer setting (approx. 
60°C recommended). If the settings are correct, the cylinder 
maybe calcified. 
In this case notify a qualified servicing company. 

If an error message is displayed ('Err') on the Fluropro 
solar control, notify a qualified service company.
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Because of our constant endeavour for improvement, details may vary slightly from those shown in these instructions.

Glow-worm, Nottingham Road, Belper, Derbyshire. DE56 1JT

0020055015-04 02.09

0020055015


